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ME-70   Guitar Multiple Effects TU-1000   Stage Tuner

Stompbox Ease with Advanced COSM® Creativity
A multi-effects unit that’s as easy as a stompbox — that’s the beauty of the new ME-70. The friendly, knob-laden 
design makes tone creation a snap, but with a powerful COSM® AMP section derived from the GT-10, the ME-70 
takes the “EZ effects” concept to new heights.

●	Dedicated knobs for each parameter for fast, 
 friendly operation
●	New COSM® Preamp section derived from GT-10 
 and Legend series
●	EZ TONE for quick, easy editing
●	Four footswitches and Expression pedal
●	PHRASE LOOP function in DELAY section, with 38 
 seconds of recording time
●	Battery or AC (optional PSA-120s) operation

Pro-Caliber Tuning for the Stage Floor
The new BOSS TU-1000 is a tuner fit for a rockstar. The new flagship of the famous BOSS TU-series is built tough 
and made for the stage floor. Its large, high-intensity LED meter provides perfect visibility on dark stages or 
outdoors, while the ultra-smooth and accurate motion of the tuning meter makes tuning fast, easy and accurate.

●	Ultra-smooth, accurate motion and superior visibility with the meter’s oversized LED
●	Accu-Pitch uses the motion of the meter’s lights to show when tuning is complete
●	Two display modes: Cent (LED functions like a needle-type meter) and Stream 
 (fluid light motion indicates when notes are out of tune)
●	Powering up the tuner automatically mutes the output signal, allowing you to 
 tune without outputting sound
●	Handles open tunings, DADGAD, and other alternate tunings, as well as dropped 
 tunings up to six semitones below standard
●	Two outputs, including one with direct signal flow

TU-1000 Specifications
■	Tuning Range C0 (16.35Hz)–C8 (4186Hz) ■	Reference Pitch A4=436-445 Hz (1Hz step) ■	Tuning Accuracy ± 1 cent ■	Power Supply AC adaptor (Roland 
PSB-1U) ■	Current Draw 350 mA ■	Dimensions 414 (W) x 160 (D) x 61 (H) mm / 16-5/16 (W) x 6-5/16 (D) x 2-7/16 (H) inches ■	Weight 2.2 kg / 4 lbs 14 oz 
(excluding AC adaptor) ■	Accessories AC adaptor (Roland PSB-1U), 7-pin Parallel DC Cable, owner’s manual, leaflet (“USING THE UNIT SAFELY” and 
“IMPORTANT NOTES,” and “Information”) ■	Option Footswitch FS-5U

* The specifications are subject to change without notice.

ME-70 Specifications
■	AD Conversion 24-bit + AF method *AF method (Adaptive Focus method) This is a proprietary 
method from Roland & BOSS that vastly improves the signal-to-noise (S/N) ratio of the A/D and 
D/A converters. ■	DA Conversion 24-bit ■	Sampling Frequency 44.1 kHz ■	Patch 36 (User) + 36 
(Preset) ■	Nominal Input Level GUITAR INPUT: -10 dBu, AUX IN: -18 dBu ■	Input Impedance 
GUITAR INPUT: 1M ohm, AUX IN: 22k Ω ■	Nominal Output Level -10 dBu ■	Output Impedance 
2k Ω ■	Display 7 segments, 2 digits LED ■	Power Supply DC 9 V, Dry Batteries (R6/LR6(AA) type) 
x 6, AC Adaptor (BOSS PSA series: sold separately) ■	Current Draw 130 mA ■	Expected battery 

life under continuous use Alkaline: 12 hours, Carbon: 3.5 hours (These figures will vary depending 
on the actual conditions of use.) ■	Dimensions 384 (W) x 229 (D) x 74 (H) mm / 15-1/8 (W) x 9-1/16 
(D) x 2-15/16 (H) inches, Maximum height: 384 (W) x 229 (D) x 100 (H) mm / 15-1/8 (W) x 9-1/16 (D) 
x 3-15/16 (H) inches ■	Weight 3.5 kg, 7 lbs 12 oz (including batteries) ■	Accessories Owner’s 
Manual, Dry Batteries (Alkaline: LR6 (AA) type) x 6, Roland Service (Information Sheet) ■	Options 
AC Adaptor: BOSS PSA series, Footswitch: BOSS FS-5U, FS-6

* 0 dBu= 0.775 Vrms
* The specifications are subject to change without notice.
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四角で囲んではいけない規定あり
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