
7 X 4 MATRIX. E.G.
CREATE ‘CUSTOM’

RECORD MIX WEIGHTED
BY GROUPS [PLUS AUX

MIX & AMBIENT MICS VIA
EXTERNAL IP] HAS MUTE

TWO DUAL STEREO
CHANNELS:  EACH

SOURCE HAS GAIN &
DIRECT ROUTING TO L-R
MIX. XLR MIC PRE CAN BE
‘PATCHED OUT TO MATRIX

‘AMBIENCE’.
4-PIN XLR
LAMP SKT

FLEXIBLE M
FADER: USE TO

CONTROL CENTRE
OR SUB-BASS MIX

FROM AUX6

FADER MASTERS CAN
BE USED FOR SUB-
GROUPS OR AUX
MIXES – INSERT

PROCESSING OR EQ
AS REQUIRED

SELECT PRE/
POST FADE AUX

ON EACH
CHANNEL E.G.
POST FADE ON

RADIO MICS

BALANCED XLR DRIVE IN MON MODE

TALKBACK TO
L-R [HOUSE],

AUX1-2 [MONS],
OR AUX5-6 [FX

SETUP]

PINK NOISE /
OSC IDEAL FOR
LINE-UP / TEST
OF SYSTEM BY
ONE PERSON

1

FoH MODE

INSERT
MONITOR /

FOH EQ AND
SUB GROUP
PROCESSOR

2 21

TIP: LINK AN AUX
MIX AND AMBIENCE
MICS INTO MATRIX

EXT IN - FOR
‘DIALLING IN’ INPUT
CHANNEL SIGNAL

AND ROOM SOUND
TO A DRY  RECORD

FEED.

RECORD FROM
MATRIX

FX
FX

X-OVER

SUB-BASS MIX
FROM AUX6 VIA M

FADER

MULTICORE TO
STAGE MONITOR

AMPS

ALLEN&HEATH


